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3029D 1 2.9 179 3 2V Natural 36 48 2500 37 50 2300 138 102 32 43 189 139 1000 106 4.2 110 4.3 716 28.2 519 20.4 819 32.2 316 696

3029D 1 2.9 179 3 2V Natural 43 58 2500 43 58 - 165 121 39 52 191 141 1600 106 4.2 110 4.3 716 28.2 519 20.4 819 32.2 316 696

3029T 1 2.9 179 3 2V Turbo 52 70 2500 52 70 - 199 147 47 63 239 176 1600 106 4.2 110 4.3 716 28.2 519 20.4 928 36.5 328 722

3029T 1 2.9 179 3 2V Turbo 59 79 2500 59 79 - 225 166 53 71 271 200 1800 106 4.2 110 4.3 716 28.2 519 20.4 928 36.5 328 722

4045D 1 4.5 276 4 2V Natural 36 48 2250 37 50 2050 153 113 32 43 290 214 1000 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045D 1 4.5 276 4 2V Natural 53 71 2500 53 71 - 199 147 47 63 281 207 1000 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045D 1 4.5 276 4 2V Natural 58 78 2200 58 78 - 252 186 - - 310 229 1200 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045D 1 4.5 276 4 2V Natural 60 80 2500 60 80 - 228 168 54 72 292 215 1200 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045D 1 4.5 276 4 2V Natural 61 82 2400 61 82 - 243 179 - - 310 229 1200 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045D 1 4.5 276 4 2V Natural 63 84 2500 63 84 - 241 178 57 76 302 223 1200 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045T 1 4.5 276 4 2V Turbo 66 89 2200 66 89 - 289 213 - - 374 276 1200 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 396 872

4045T 1 4.5 276 4 2V Turbo 73 98 2200 73 98 - 317 234 - - 406 299 1200 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 396 872

4045T 1 4.5 276 4 2V Turbo 74 99 2500 74 99 - 283 209 67 90 372 274 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 396 872

4045H 1 4.5 276 4 2V Turbo 104 140 2400 104 140 - 414 305 94 126 498 367 1400 106 4.2 127 5.0 867 34.1 612 24.1 1000 39.4 396 872

6068D 1 6.8 414 6 2V Natural 93 125 2500 93 125 - 355 262 84 113 448 330 1200 106 4.2 127 5.0 1116 43.9 623 24.5 1025 40.2 522 1149

6068T 1 6.8 414 6 2V Turbo 116 156 2500 106 142 2300 463 341 104 140 578 426 1200 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 551 1212

6068T 1 6.8 414 6 2V Turbo 127 170 2500 127 170 - 485 358 114 153 606 447 1200 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 551 1212

6068T 1 6.8 414 6 2V Turbo 138 185 2400 138 185 - 549 409 124 166 656 484 1400 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 569 1252

6068H 1 6.8 414 6 2V Turbo 157 211 2400 157 211 - 625 461 141 189 771 568 1400 106 4.2 127 5.0 1123 44.2 623 24.5 1015 40.0 550 1210

6068H 1 6.8 414 6 2V Turbo 168 225 2400 168 225 - 668 493 151 203 839 619 1400 106 4.2 127 5.0 1123 44.2 623 24.5 1015 40.0 568 1250
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3029T 2 2.9 179 3 2V Turbo 48 64 2500 48 64 - 183 135 43 58 225 166 1500 106 4.2 110 4.3 716 28.2 552 21.7 961 37.8 328 722

3029T 2 2.9 179 3 2V Turbo 53 71 2500 53 71 - 202 149 48 64 245 181 1600 106 4.2 110 4.3 716 28.2 552 21.7 961 37.8 328 722

4024T 2 2.4 149 4 2V Turbo 37 49 2800 37 49 - 123 91 31 41 175 129 1500 86 3.4 105 4.1 662 26.1 541 21.3 772 30.4 251 554

4024T 2 2.4 149 4 2V Turbo 46 61 2800 46 61 - 156 115 39 52 211 156 1600 86 3.4 105 4.1 662 26.1 541 21.3 772 30.4 251 554

4024T 2 2.4 149 4 2V Turbo 49 66 2800 49 66 - 168 124 42 56 221 163 1600 86 3.4 105 4.1 662 26.1 541 21.3 772 30.4 251 554

4045D 2 4.5 276 4 2V Natural 55 74 2500 55 74 - 211 156 50 67 283 209 1200 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045D 2 4.5 276 4 2V Natural 60 80 2500 60 80 - 229 169 54 72 296 218 1400 106 4.2 127 5.0 860 33.9 612 24.1 846 33.3 387 851

4045H 2 4.5 276 4 2V Air-to-Air 86 115 2000 86 115 - 411 303 77 103 498 367 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045H 2 4.5 276 4 2V Air-to-Air 93 125 2200 93 125 - 404 298 84 113 498 367 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045H 2 4.5 276 4 2V Air-to-Air 93 125 2400 93 125 - 370 273 84 113 463 341 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045H 2 4.5 276 4 2V Air-to-Air 104 140 2200 104 140 - 451 333 94 126 540 398 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045H 2 4.5 276 4 2V Air-to-Air 104 140 2400 104 140 - 414 305 94 126 498 367 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045H 2 4.5 276 4 4V Air-to-Air 119 160 2200 123 165 2000 517 381 107 143 645 476 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045H 2 4.5 276 4 4V Air-to-Air 129 173 2200 129 173 - 560 413 116 156 700 516 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045H 2 4.5 276 4 4V Air-to-Air 129 173 2400 134 180 2200 513 378 116 156 645 476 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045T 2 4.5 276 4 2V Turbo 63 84 2500 63 84 - 241 178 57 76 331 244 1200 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 396 872

4045T 2 4.5 276 4 2V Turbo 74 99 2200 74 99 - 321 237 67 90 389 287 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 396 872

4045T 2 4.5 276 4 2V Turbo 74 99 2500 74 99 - 283 209 67 90 369 272 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 396 872

4045T 2 4.5 276 4 2V Turbo 82 110 2400 82 110 - 326 240 74 99 392 289 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

4045T 2 4.5 276 4 2V Turbo 86 115 2500 86 115 - 328 242 77 103 394 291 1400 106 4.2 127 5.0 860 33.9 612 24.1 994 39.1 451 993

5030H 2 3.0 186 5 2V Turbo 74 99 2800 74 99 - 253 186 63 84 343 253 1400 86 3.4 105 4.1 800 31.5 541 21.3 800 31.5 287 633

5030T 2 3.0 186 5 2V Turbo 56 75 2800 56 75 - 192 141 48 64 264 195 1500 86 3.4 105 4.1 800 31.5 541 21.3 800 31.5 287 633

5030T 2 3.0 186 5 2V Turbo 62 83 2800 62 83 - 210 155 52 70 287 211 1500 86 3.4 105 4.1 800 31.5 541 21.3 800 31.5 287 633

6068H 2 6.8 414 6 2V Air-to-Air 129 173 2000 129 173 - 616 454 116 156 740 546 1400 106 4.2 127 5.0 1123 44.2 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 2V Air-to-Air 138 185 2400 138 185 - 549 405 124 166 714 527 1400 106 4.2 127 5.0 1123 44.2 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 2V Air-to-Air 149 200 2200 149 200 - 647 477 134 180 809 597 1400 106 4.2 127 5.0 1123 44.2 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 2V Air-to-Air 149 200 2400 149 200 - 593 438 134 180 771 569 1400 106 4.2 127 5.0 1123 44.2 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 2V Air-to-Air 157 211 2000 157 211 - 751 554 141 189 900 664 1400 106 4.2 127 5.0 1123 44.2 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 2V Air-to-Air 168 225 2200 168 225 - 729 538 151 203 911 672 1400 106 4.2 127 5.0 1123 44.2 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 2V Air-to-Air 168 225 2400 168 225 - 668 493 151 203 835 616 1400 106 4.2 127 5.0 1123 44.2 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 2V Air-to-Air 187 250 2400 187 250 - 744 549 168 225 930 686 1400 106 4.2 127 5.0 1161 45.7 637 25.0 1036 40.8 587 1294

6068H 2 6.8 414 6 4V Air-to-Air 187 250 2200 187 250 - 812 599 168 225 1025 756 1400 106 4.2 127 5.0 1161 45.7 627 24.7 1044 41.1 593 1306

6068H 2 6.8 414 6 4V Air-to-Air 205 275 2400 205 275 - 816 602 185 248 1025 756 1400 106 4.2 127 5.0 1161 45.7 627 24.7 1044 41.1 593 1306

6068T 2 6.8 414 6 2V Turbo 101 135 2200 101 135 - 438 323 91 122 554 409 1400 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 587 1294

6068T 2 6.8 414 6 2V Turbo 104 140 2000 104 140 - 497 366 94 126 596 439 1400 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 587 1294

6068T 2 6.8 414 6 2V Turbo 112 150 2200 112 150 - 485 358 101 135 609 449 1400 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 587 1294

6068T 2 6.8 414 6 2V Turbo 116 156 2500 116 156 - 443 327 104 140 554 409 1400 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 587 1294

6068T 2 6.8 414 6 2V Turbo 123 165 2400 123 165 - 489 361 111 149 587 433 1400 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 587 1294

6068T 2 6.8 414 6 2V Turbo 127 170 2500 127 170 - 485 358 114 153 582 429 1400 106 4.2 127 5.0 1116 43.9 623 24.5 1012 39.9 587 1294

6081H 2 8.1 496 6 2V Air-to-Air 149 200 2200 160 214 2000 647 477 149 200 873 644 1500 116 4.6 129 5.1 1210 47.6 599 23.5 1152 45.4 776 1711

6081H 2 8.1 496 6 2V Air-to-Air 168 225 2200 180 241 2000 729 538 168 225 984 726 1500 116 4.6 129 5.1 1210 47.6 599 23.5 1152 45.4 776 1711

6081H 2 8.1 496 6 2V Air-to-Air 186 250 2200 200 268 2000 812 599 186 250 1095 808 1500 116 4.6 129 5.1 1210 47.6 599 23.5 1152 45.4 776 1711

6081H 2 8.1 496 6 2V Air-to-Air 205 275 2200 219 294 2000 890 656 205 275 1200 885 1500 116 4.6 129 5.1 1210 47.6 599 23.5 1152 45.4 776 1711

6081H 2 8.1 496 6 2V Air-to-Air 224 300 2200 239 321 2000 972 717 205 275 1312 968 1500 116 4.6 129 5.1 1210 47.6 599 23.5 1152 45.4 776 1711

6081H 2 8.1 496 6 2V Air-to-Air 242 325 2200 260 348 2000 1052 776 205 275 1425 1051 1600 116 4.6 129 5.1 1210 47.6 599 23.5 1152 45.4 776 1711

6081H 2 8.1 496 6 2V Air-to-Air 261 350 2200 261 350 - 1133 836 205 275 1424 1050 1500 116 4.6 129 5.1 1210 47.6 599 23.5 1152 45.4 776 1711

6125H 2 12.5 766 6 4V Air-to-Air 224 300 2100 248 333 1900 1019 751 224 300 1377 1015 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 242 325 2100 267 358 1900 1102 813 242 325 1489 1098 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 261 350 2100 290 389 1900 1189 877 261 350 1607 1185 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 280 375 2100 308 413 1900 1273 939 280 375 1720 1268 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 298 400 2100 331 444 1900 1357 1001 298 400 1834 1352 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 317 425 2100 349 468 1900 1441 1063 317 425 1947 1436 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 336 450 2100 373 500 1900 1528 1127 317 425 2065 1523 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 354 475 2100 390 523 1900 1610 1187 317 425 2176 1605 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 373 500 2100 414 555 1900 1696 1251 373 500 2292 1690 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 392 525 2100 419 562 1900 1783 1315 373 500 2406 1775 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 410 550 2100 439 589 1900 1865 1376 373 500 2517 1856 1500 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657

6125H 2 12.5 766 6 4V Air-to-Air 448 600 2100 448 600 - 2037 1502 373 500 2546 1878 1600 127 5.0 165 6.5 1326 52.2 808 31.8 1239 48.8 1205 2657
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OEM Industrial RatingsTier 3/Stage III A Engines
74 kW (100 hp) and Above
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PowerTech E 4045H 3 4.5 276 4 2V Air-to-Air 86 115 2400 86 115 - 341 252 445 328 1500 106 4.2 127 5.0 860 33.9 632 24.9 994 39.1 457 1008

PowerTech E 4045H 3 4.5 276 4 2V Air-to-Air 86 115 2200 89 119 2000 372 275 481 355 1500 106 4.2 127 5.0 860 33.9 632 24.9 994 39.1 457 1008

PowerTech E 4045H 3 4.5 276 4 2V Air-to-Air 93 125 2400 93 125 - 371 274 481 355 1500 106 4.2 127 5.0 860 33.9 632 24.9 994 39.1 457 1008

PowerTech E 4045H 3 4.5 276 4 2V Air-to-Air 93 125 2200 99 133 2000 405 298 525 387 1500 106 4.2 127 5.0 860 33.9 632 24.9 994 39.1 457 1008

PowerTech E 4045H 3 4.5 276 4 2V Air-to-Air 104 140 2400 104 140 - 414 305 525 387 1500 106 4.2 127 5.0 860 33.9 632 24.9 994 39.1 457 1008

PowerTech Plus 4045H 3 4.5 276 4 4V Air-to-Air 111 149 2000 116 155 1800 530 391 645 476 1400 106 4.2 127 5.0 860 33.9 612 24.1 1039 40.9 491 1082

PowerTech Plus 4045H 3 4.5 276 4 4V Air-to-Air 116 155 2200 125 167 2000 500 369 645 476 1400 106 4.2 127 5.0 860 33.9 612 24.1 1039 40.9 491 1082

PowerTech Plus 4045H 3 4.5 276 4 4V Air-to-Air 116 155 2400 116 155 - 460 339 574 423 1400 106 4.2 127 5.0 860 33.9 612 24.1 1039 40.9 491 1082

PowerTech Plus 4045H 3 4.5 276 4 4V Air-to-Air 129 173 2400 129 173 - 513 379 645 476 1400 106 4.2 127 5.0 860 33.9 612 24.1 1039 40.9 491 1082

PowerTech Plus 4045H 3 4.5 276 4 4V Air-to-Air 138 185 2400 138 185 - 549 405 645 476 1400 106 4.2 127 5.0 860 33.9 612 24.1 1039 40.9 491 1082

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 104 140 2400 104 140 - 415 306 538 397 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 104 140 2200 111 149 2000 453 334 598 441 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 116 155 2400 116 155 - 460 339 598 441 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 116 155 2200 124 166 2000 502 370 667 492 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 129 173 2400 129 173 - 513 379 667 492 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 129 173 2200 132 177 2000 560 413 714 527 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 138 185 2400 138 185 - 549 405 714 527 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 138 185 2200 144 193 2000 599 442 785 579 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech E 6068H 3 6.8 414 6 2V Air-to-Air 149 200 2400 149 200 - 593 438 785 579 1500 106 4.2 127 5.0 1123 44.2 657 25.9 1036 40.8 596 1314

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 134 180 2000 138 185 1600 639 471 838 618 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 138 185 2400 138 185 - 549 405 690 509 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 138 185 2200 144 193 2000 599 442 744 549 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 138 185 2200 151 202 1800 599 442 838 618 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 144 193 2000 152 204 1700 687 507 934 689 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 144 193 2000 151 202 1800 687 507 838 618 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 149 200 2400 149 200 - 592 437 744 549 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 149 200 2200 162 217 2000 647 477 838 618 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 149 200 2200 168 225 1800 647 477 934 689 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 162 217 2000 168 225 1800 776 572 1024 755 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 162 217 2000 168 225 1800 776 572 934 689 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 168 225 2400 168 225 - 668 492 838 618 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 168 225 2200 181 243 2000 728 537 934 689 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 168 225 2200 185 248 1800 728 537 1024 755 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 181 243 2000 185 248 1800 863 637 1024 755 1400 106 4.2 127 5.0 1123 44.2 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 187 251 2400 187 250 - 742 547 934 689 1400 106 4.2 127 5.0 1161 45.7 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 187 251 2200 198 266 2000 811 598 1024 755 1400 106 4.2 127 5.0 1161 45.7 611 24.1 1058 41.7 643 1418

PowerTech Plus 6068H 3 6.8 414 6 4V Air-to-Air 205 275 2400 205 275 - 815 601 1024 755 1400 106 4.2 127 5.0 1161 45.7 611 24.1 1058 41.7 643 1418

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 168 225 2200 168 225 - 728 537 984 726 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 168 225 2200 187 251 2000 728 537 1095 808 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 168 225 2000 187 251 1800 802 592 1095 808 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 187 251 2200 187 251 - 809 597 1095 808 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 187 251 2200 205 275 2000 809 597 1201 886 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 187 251 2000 205 275 1800 890 657 1201 886 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986 

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 205 275 2200 205 275 - 890 657 1201 886 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986 

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 205 275 2200 224 300 2000 890 657 1313 968 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986 

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 205 275 2000 224 300 1800 979 722 1313 968 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 224 300 2200 224 300 - 971 716 1313 968 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 224 300 2200 243 326 2000 972 717 1421 1048 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 224 300 2000 243 326 1800 1070 789 1421 1048 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986 

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 242 325 2200 243 326 2000 1052 776 1421 1048 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986 

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 242 325 2200 261 350 2000 1052 776 1530 1128 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 242 325 2000 261 350 1800 1157 853 1530 1128 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 261 350 2200 261 350 - 1133 836 1530 1128 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 261 350 2000 279 374 1800 1246 919 1554 1146 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 261 350 2200 281 377 2000 1134 837 1543 1138 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 280 375 2200 280 375 - 1214 895 1543 1138 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6090H 3 9.0 549 6 4V Air-to-Air 298 400 2200 298 400 - 1295 9545 1554 1146 1500 118 4.7 136 5.4 1208 47.6 630 24.8 1112 43.8 901 1986

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 261 350 2100 261 350 - 1187 875 1602 1182 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 261 350 2100 299 401 1900 1187 875 1602 1182 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 261 350 1900 298 400 1700 1312 967 1834 1353 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 298 400 2100 298 400 - 1356 1000 1834 1353 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 298 400 1900 335 449 1700 1501 1107 2063 1522 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 298 400 2100 336 451 1900 1358 1002 1834 1353 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 317 425 2100 336 451 1900 1441 1063 2063 1522 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 336 450 2100 336 451 - 1526 1125 2063 1522 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 336 450 2100 373 500 1900 1526 1125 2063 1522 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 336 450 1900 372 498 1700 1686 1244 2290 1689 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 373 500 2100 373 500 - 1695 1250 2290 1689 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 373 500 2100 411 551 1900 1695 1250 2290 1689 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 373 500 1900 409 548 1700 1874 1382 2430 1792 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 392 525 2100 411 551 1900 1780 1313 2430 1792 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 410 550 2100 410 550 - 1865 1376 2430 1792 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 410 550 2100 432 579 1900 1865 1376 2430 1792 1400 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

PowerTech Plus 6135H 3 13.5 824 6 4V Air-to-Air 448 600 2100 448 600 - 2034 1501 2505 1848 1600 132 5.2 165 6.5 1334 52.5 775 30.5 1350 53.1 1487 3278

Specifications are subject to change without notice. 


